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Technical Information



Flux + 4%

TEC 14-15

Upgrade LED 



TEC 14-15

New LED 

V6 High Density(Bridgelux)

V10 (Bridgelux)

CXB1310 (Cree)

Softdim(Diginet)

Flux +35%



CRI = Avarageof the first 8 colours

!!

New LED // CRI



New LED // R9

High R9 value

Low R9 value



TM-30-15 is a new method of evaluating colourrendition. It comprises 2 
primary components:

1. Rf- a fidelity index that is similar to the commonly used CRI but based on 
99 coloursiso8

New LED // TM30



TM-30-15 is a new method of evaluating colourrendition. It comprises 2 
primary components:

1. Rf- a fidelity index that is similar to the commonly used CRI but based on 
99 coloursiso8

2. Rg- a gamut index that provides information about saturation

New LED // TM30



DimmableLed Power Supply: PWM vsCCR

As of LB AE we useCCR dimmableLed Power Supplies

200 x  per second

Ton > Toff

Ton = Toff

Ton < Toff



TEC 13

Dimming: Softdim

Dimmingof SoftdimLED is basedon CCR dimming!



TEC 13

Dimming: Softdim

- SoftdimLED is on the Fold-out (Led [S]) 
- More Power Suppliessuitablefor SoftdimLED (seeFold-out) 
- 1-10V andPush dim is possiblenext to Mainsdim(FE) andDali
- Up to 6 SoftdimLED / PS ( HV Dim 9)   

Dimmingof SoftdimLED is basedon CCR dimming!



New Light Solutions // Interior



INT 11

iMAXII

Specs
- RoundandSquare includingtrim + RoundandSquare Trimless
- Flush kit availablefor RoundandSquare 
- Colorcombinationsfor the trim versionby usingtubes
- Same cut-out as iMAX// Trimlessversionsfit the old kits
- 1 Led manufacturer: Bridgelux V6 HD (LP) andV10 (MP)Ą colorconsistency!
- Softdim
- High performinglenses: 12°,18°,20°,26°,33° and39° (interchangeable) 
- Lockabletilt 
- Efficiency up to 80%



INT 15-17

iMAXII



INT 19

iMAXII



iMAXII



INT 43

GYN D



INT 121

Microspy



INT 181

Anti Glare

Microspy

30°



INT 181

Microgridin



INT 123

Anti Glare

Microspy



INT 147

Hole in oneS

Splitbox170mm 
Hole in one140mm



Hole in oneS



INT251

Link S



Link S



INT285

Dot.ComON

- Same led technologyas the ST 
versions

- Surface mountedor suspended
- Availableas Profile made to

measure



INT 299

Jazzy

Clip & On are both in chapterCeilingSurface.
Similarfor Midi SpyandSpyfamily



INT 315

SpyFocus

New LED type : LP & MP
Smaller beamanglethan before: 8/12°
Range from 600 ς2000 lm



SpyFocus // Othervariants



INT 345

Needle

Fix up to 700mA
OK max 500mA

Hinge+ Rotation



Needle



INT 365

Lass-Oh!

Basedon Dot.ComS6 units
3 straight lenghtsand3 curved



Lass-Oh!

INT 365



Lass-Oh!

INT 365



Lass-Oh!

INT 365



Lass-Oh!

INT 366



Lass-Oh!



INT 371

Finto



Finto
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Magnetic
profiles
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MidispyJac

Recessed
downlighter
+ MDL 
Convertor

Smart 48 // AvailableCombinations



INT 501

GynW



INT 563

Breess



Track Lighting
LB 12

LB AE

Driver insidethe adaptor
Twodimensions: Non Dim & DALI



INT 601

Fragma



Fragma

INT 601



Fragma

INT 601



Fragma

INT 601



Fragma

INT 601


